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Background

ÅOriginal RTEP protocol was very general

ïRTEP shall conform to applicable reliability criteria

ïRTEP shall consolidate transmission needsé on the bases of 

maintaining reliabilityé in an economic and environmentally 

acceptable manner

ÅCost allocation was negotiated among transmission 

owners with a recommendation provided by PJM

ïA backstop allocation was defined in the event that negotiations 

were not successful
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Background

ÅñBright Lineò concept was formulated in 1999 as a result 

of the development of the generation interconnection 

process

ÅPJM tests compliance with all NERC and transmission 

owner criteria

ïWhen a facility reaches 100% of the applicable limit under test 

conditions a violation exists ïat 99.9% there is no violation

ïAll model assumptions are explicitly defined in the PJM Manuals, 

including PJM load levels, what generators are operating and at 

what level of output, and transfer levels with neighboring 

systems
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Background

ÅGeneration interconnection process required the ability 

to allocate costs among interconnecting generators and 

between generators and existing network load

ÅThe bright line test provided for a clean ñbaselineò upon 

which to evaluate generators

ïIf there is no violation in the baseline and a violation exists when 

a generator is added, the upgrade to resolve the violation would 

not have been needed ñbut forò the addition of the generator
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2006 RTEP

502 Junction ïLoudoun 500 kV Line
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2007 RTEP

MISO to PJM 1000 MW transfer

Northern VA load growth

Potomac River removed from service

Hudson 2 returned to service

TrAIL line re-routed


