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Definitions

• CETO: Capacity Emergency Transfer Objective
– The amount of generation required to be imported into an LDA in 

order to meet the locational reliability standard
– Calculated using the ELCC Model based on a target EUE equal to 

the LDAs share of annual energy * RTO EUE * 40%
• CETL: Capacity Emergency Transfer Limit 
–  The amount of power that an LDA can import

• Reliability Requirement
– Target level of reserves required to meet the PJM Reliability 

Standards and Principles
– LDA Reliability Requirement = Internal Capacity (UCAP) + CETO 
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CETOs and Reliability Requirements

• Noticeable load increases put upward 
pressure on CETOs for MAAC, ATSI, 
PLGRP, and DOM

• Deactivations contributed upward 
pressured on CETOs for COMED 
and DPLS

• Additions putting downward pressure 
on CETOs for ATSI and DOM

• New class ratings generally putting 
downward pressure on Reliability 
Requirements



PJM © 20254www.pjm.com | Public

CETL Results for Key LDAs

2026/27 BRA 2025/26 BRA
  CETO CETL CETL/CETO CETO CETL CETL/CETO
ATSI 3800 10406 274% 4406 10846 246%
BGE 4775 6000 126% 4620 6031 131%
ATSI-Cleveland 3720 5199 140% 3428 4713 137%
ComEd -1236 6110 NA -3270 5254 NA
Dayton 2626 4157 158% 2603 3931 151%
DPL SOUTH 1615 1948 121% 1435 2030 141%
DUKE 2793 5280 189% 2797 5387 193%
EMAAC 6072 8083 133% 5335 8717 163%
JCPL 3790 4263 112% 3779 >4,345.9 >115%
MAAC 590 2715 460% -1207 3222 NA
PEPCO 4334 5870 135% 4336 6572 152%
PLGRP 1144 3205 280% -145 4681 NA
PSEG 6713 8889 132% 6389 8501 133%
PSEG North 3017 4425 147% 2957 4282 145%
SWMAAC 6877 6999 102% 6772 8467 125%
DOM 5511 7374 134% 5156 5164 100%


